Subsidence Control – Protection of Specific Structures


OHIO DEPARTMENT OF NATURAL RESOURCES

DIVISION OF MINERAL RESOURCES MANAGEMENT

SUBSIDENCE CONTROL – PROTECTION OF SPECIFIC STRUCTURES

NOTE: Submit documentation the proposed subsidence control plan, or the documentation required by answering questions 3-7 below, has been provided to the public authority responsible for the protected structures, facilities or features.  Submit copies of all comments received from the public authority on the required submittal or responses.
Applicant’s Name:       
1. List the specific structures, facilities or features to be protected and the corresponding map location key.

     
2. A subsidence control plan is being submitted for:

 FORMCHECKBOX 
 full coal recovery operation 

 FORMCHECKBOX 
 room and pillar operation 

If “full coal recovery” is indicated above, describe below how the subsidence control plan demonstrates that subsidence will not cause material damage or reduce the reasonable foreseeable use of such features or facilities.

     
If “room and pillar” is indicated above, answer questions 3 – 7 below.

3. What is the dimension of the safety zone on the surface that extends beyond the structure to be protected?        feet

4. Is the ground surface slope within the protected area greater than 14% or 8 degrees in any direction?   FORMCHECKBOX 
  Yes,   FORMCHECKBOX 
  No

If “yes,” describe the increased size of the protected area on the downslope side necessary to compensate for this slope.

     
5. Describe the method for determining the size of the pillar support area at mine level.

     
6. Indicate the maximum extraction ratio and the minimum safety factor of the coal pillars within the proposed pillar support area.

     
7. Indicate the long-term strength of the mine roof and the mine floor relative to the strength of the coal seam.
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